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GENERAL ROOFING NOTES
1.   REMOVE THE EXISTING TWO LAYERS OF SINGLE- PLY ROOF MEMBRANE & 3/8" FANFOLD SEPARATION SHEET, 
FLASHINGS, SHEET METAL CAPS, COPINGS, COUNTER-FLASING & TRIM.

2.  FIELD VERIFY ALL EXISTING ROOF RELATED DIMENSIONS AND CONDITIONS WHERE WORK IS TO BE PERFORMED PRIOR 
TO BIDDING; THIS INCLUDES EXISTING ROOF DECK SLOPES AND ELEVATIONS.

3.  ROOF RELATED DIMENSIONS MIGHT VARY SOMEWHAT FOR ALL TYPICAL CONDITIONS FROM THOSE SHOWN ON DETAIL 
DRAWINGS.  CONTRACTOR SHALL PROVIDE LABOR AND MATERIALS NECESSARY TO MAKE MINOR ADJUSTMENTS TO ALL 
FIELD CONDITIONS THAT CAN BE VERIFIED PRIOR TO BIDDING.

4.  HEIGHT OF ALL CURBS, WALL, PIPE AND OTHER ROOF PENETRATION FLASHINGS SHALL BE MINIMUM OF EIGHT (8'') 
INCHES ABOVE THE FINISHED ROOF MEMBRANE UNLESS NOTED OTHERWISE IN THE PLANS OR SPECIFICATIONS.

5.   ALL ROOF DRAINS ARE TO REMAIN, REPAINT THE GRATES.

6.  PROVIDE ADEQUATE PROTECTION TO PREVENT DAMAGE TO ADJOINING ROOF SECTIONS, AS WELL AS TO PREVENT 
DAMAGE TO THE BUILDING AND GROUNDS.

7.  ALL FASTENERS, EXCEPT FASTENERS USED FOR INSULATION, SHALL BE SPACED AT A MAXIMUM EIGHT (8'') INCHES 
O.C. UNLESS OTHERWISE NOTED IN THE PLANS OR SPECIFICATIONS.

8.  DO NOT STACK ROOFING MATERIALS OR OTHER EXCESSIVE LOADS ON THE ROOF.

9.  ALL SHEET METAL JOINTS AND LAPS SHALL BE SOLDERED OR WELDED UNLESS THEY ARE COUNTERFLASHED OR 
ARE KYNAR COATED METAL, OR ARE OTHERWISE NOTED IN THE SPECIFICATIONS.

10.  CLEAN UP AND REMOVE ALL DEBRIS AND REFUSE FROM THE JOBSITE DAILY.

11.  PROVIDE PROPER STORAGE AND PROTECTION AT JOBSITE FOR ALL EQUIPMENT AND MATERIALS.

12.  RUN ALL CONDUIT AND UTILITY LINES UNDER ROOF INSULATION AND THRU CURB WALLS WERE FEASIBLE.

13.  REPLACE ALL RUSTED OR DAMAGED VENTS, CAPS, PIPES AND DUCTS.
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SHEET KEYNOTES
1.   REMOVE THE EXISTING GAS FIRED DX COOLING ROOFTOP UNIT & REPLACE WITH NEW ROOF TOP UNIT. CURBS TO 
REMAIN. EXISTING ROOFTOP UNIT IS AS FOLLOWS:

LENNOX MODEL GCS16-1353-270-6Y
10 TONS COOLING
270,000 HIGH BTUH INPUT HEAT
170,000 LOW BTUH INPUT HEAT
LENNOX - REMD16M-135 ECONOMIZER
ELECTRICAL: 208/3/60; 55MCA

EXISTING NAME PLATE DATA READS AS FOLLOWS:
4,000 CFM
0.8" STATIC PRESSURE
BUILDING HEAT & COOL

2.  EXISTING ELECTRICAL DISCONNECT LOCATION ON ROOFTOP UNIT BEING REMOVED. CONNECT NEW ROOFTOP UNIT TO (E) 
ELECTRICAL SERVICE PER NEC.

3.  PRIOR TO REMOVING THE EXISTING ROOFTOP UNIT, THE CONTRACTOR SHALL TAKE CROSSFLOW MEASUREMENTS OF 
THE EXISTING SUPPLY AIRFLOW & MINIMUM OUTSIDE AIR FLOWS SO THAT THE NEW ROOFTOP UNIT'S MAY BE BALANCED 
TO THE (E) AIRFLOWS. THE CONTRACTOR PERFORMING THE AIRFLOW MEASUREMENTS SHALL BE NEBB CERTIFIED.

4.  EXISTING SUPPLY & RETURN AIR OPENING THRU ROOF TO REMAIN. REPLACEMENT ROOFTOP SHALL BE EQUIPPED WITH 
A CURB ADAPTOR FOR CONNECTION TO SUPPLY AND RETURN DUCTS. 

5.   REMOVE EXISTING 3/4" GAS LINE ON ROOF AS NECESSARY FOR CONNECTION TO NEW ROOFTOP UNIT.

6.   CONNECT TO (E) GAS LINE THRU ROOF & EXTEND & CONNECT TO ROOFTOP UNIT PER DETAIL D1/AE501 & D3/AE501.

7.   ROOFTOP UNIT CLEARANCES.

8.  INSTALL NEW ROOFTOP UNIT ON EXISTING ROOF CURB. BALANCE SUPPLY & OUTSIDE AIRFLOWS TO EXISTING. SEE 
KEYED NOTE 3 THIS SHEET.

SHEET KEYNOTES CONTINUED
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